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PaveDrain Vac Head
[bookmark: _GoBack]Description:
	The Vac Head is a 4-wheeled combination suction/water pressure cleaning device.  It uses the suction and water from a combination sewer truck to break up and remove debris that has clogged between the joints of PaveDrain System.  The water pressure is sprayed out through 8 water jet nozzles that spin underneath the device on 2 wands while the debris is simultaneously removed via the suction port.  The overall concept of the device was modeled after the Wheeled Rock Nozzle; which was a proven and often used device for cleaning surface stains and small debris off of poured concrete.
Usage:
	The Vac Head is to be used only on the PaveDrain System after thoroughly reading the Instruction Manual that accompanies the device.  Use of the Vac Head on any other type of permeable product is not suggested.
Specifications:
1.  The Vac Head sits on four 30 psi pneumatic tires.  The two located at the rear of the device are rigid while the two located at the front can swivel 360°.
2.  The deck of the Vac Head is made from 8 gauge standard steel that has been coated with a rust resistant paint.  The deck is 36” diameter and can operate at a maximum of 2,500 CFM of suction pressure.
3.  The Angled Suction Port and 6” diameter hose attachment are located and welded onto the top of the deck.  They connect to a 30” wide opening under the bottom of the deck that can operate at a maximum of 2,500 CFM of suction pressure.
4.  The Water Hose Connection is located in the center of the device on top of the deck.  It passes through the deck and connects directly to the manifold that holds the two water jet wands with 8 nozzles.  The manifold allows the wands to simultaneously spin 360° while spraying water at a maximum of 2,000 psi. 
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